INSPECTION GULLIES

ISP.12x12 | LIGHT INSPECTION

Features
Finish: Sand-blast

Main Measurements (mm)
Item.

A B @C D S
ISP10x10 | 100x100 20 80 130 4
ISP12x12 | 125x125 20 100 155 4
ISP15x15 | 150x150 20 120 180 4

INSPECTION GULLIES
ZA
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1 Features

Also available anti-skid version.

Finish: Sand-blast.
Also available with surface anti-skid.
With screws, without seals.
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Main Measurements (mm) Capacity (Kg)
{Eerei A B aC Concentrated Pistributed

ISP 2x2 200 50 154 1000 5000
ISP 3x3 300 50 215 1000 5000
ISP 4x4 | 400 50 315 900 3500
ISP 5x5 500 50 425 800 3000
ISP 6x6 600 50 495 750 2800




INSPECTION FRAME WATER TIGHT

INSPECTIONS
Aol FRAME WATER Features
TIGHT
Finish: Sand-blast
Suitable for flooring, the quality of concrete is
extremely important.
Available with seal.
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Also available anti-skid version.
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Cramps for anchoring
Main Measurements (mm) Capacity (Kg)
T e | Be [ W] R et
CT.300 | 300x300 | 400x400 72 80 Kg. 5400
CT.400 | 400x400 | 500x500 72 80 Kg. 3600
CT.500 | 500x500 | 600x600 72 80 Kg. 2400
CT.600 | 600x600 | 700x700 72 80 Kg. 1500
CT.700 | 700x700 | 800x800 772 80 Kg. 1200
CT.800 | 800x800 | 900x900 72 80 Kg. 900

Application with GULLY 200x200



